
EL CUENTO DE LA CHICA Y LA TEQUILA

Technical Rider & Stage Plan 2023

Below is a list of technical requirements, as a reference to your staff in order to get 
things moving and running smoothly at the day of the show. 

We depend heavily on the staff on-site, as we often travel without a sound engineer.

If there are any questions, or if you have trouble fullfilling any of the requests  
mentioned below, please get in touch with us well ahead of the day of the show.

Stage setup is as follows:

- Drums
- Digital Piano and/or Acoustic Grand Piano
- Acoustic/Classic/Flamenco Guitars + Vocals
- Lead Vocals + acoustic guitar

P.A.

Well-sized and tuned PA system provided for the concert room with sufficient power to
supply a clean and undistorted 110dB SPL RMS at mix position/mid-house. 

MONITORS - WEDGES

We need a reasonably powerful and feedback-proof monitor system. 
We each need a dedicated mix: 

• 4 monitor sends with a minimum of 4 well-performing monitor wedges with 
separate mixes. 

• Sidefills are welcome! 
• No drum fill is required. 

We do not need a drum riser; in fact, we might not use it even if the venue provides 
one.
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INPUT LIST

01 - Kick
02 - Snare Drum Top
03 - Snare Drum Bottom
04 - HiHat
05 - Tom 1
06 - Floor Tom 1
07 - Floor Tom 2
08 - Ride
09 - OverHeads L
10 - OverHeads R
11 - E. Piano L  (XLR or D.I.)
12 - E. Piano R  (XLR or D.I.)
13 - Guitars D.I.  
14 - Ac. Guitar (Lead Vox's) D.I.
15 - Guitar Vox
16 - Lead Vox
17 - Acoustic Piano Lo*
18 - Acoustic Piano Hi*
19 - Acoustic Piano* (mono, for band monitoring only)

(*) if applicable
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BACKLINE
(if applicable; please refer to contract/promoter)

Drumset:

• Maple Set  (DW Drums; Ludwig; Sonor; Yamaha; Pearl)
     

      Size:
• BD 22”X 16” or 18”
• SD 14” X 6”
• RT 10” X 8”
• FT 14” X 14”
• FT 16” X 16” or 14”

Drum Heads:
• Single Play (Remo Ambassador or similar Evans drum heads) or Double 

Play (Remo Emperor or similar Evans drum heads)

Hardware:
• Drum Trone Drum Shake (Pearl Roadster/DW 9000 series/Roland RDT-SV)
• 1 x Hi-Hat Stand DW 5000 or 9000
• 1 x Snare Drum Stand
• 1 x Single Tom Stand
• 5 x Cymbal Boom Stand
• Single Pedal DW 5000 or 9000

Cymbals (Sabian):
• Medium Ride 21” (AAX or HHX)
• HH 14” Medium or Stage HH
• Crash 16” Stage Crash or Dark Crash
• Crash 17” Stage Crash or Dark Crash
• Ozone 18” HHX
• Splash 8” or 10” (AAX or HHX)

 

Thick carpet (approx. 200cm x 200cm) for drumset

Piano:

• Digital Piano: Roland RD700 GX. If not available, Roland RD700 NX or RD700 SX 
(Contact us well ahead with different options if not available)

• Sustain pedal
• Heavy-duty & adjustable keyboard stand (QUIK LOK WS-550 or WS/650)
• Piano bench with adjustable height 
• Small mixer, 2 XLR + 2 mono Jack input channels and XLR outputs (Mackie 1402 

or 802, Yamaha MG06, A&H ZED 6 or similar)
• Acoustic Grand: (if available or applicable; please refer to contract/promoter)

- Steinway Model B, Model D or Model A or Yamaha C6, C7, or C5
- N.2 DPA d:vote 4099P, or Earthworks’ PianoMic system, or equivalent
- N.1 Shure SM57 (for monitors), or equivalent

Extras:

• n.4 guitar stands
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Arrival

Please provide detailed directions and information one week before the date of the 
show:

• a telephone contact 
• the complete address and a GoogleMaps link of both the venue and the hotel.
• Arrival, load-in, soundcheck, doors-open and on-stage times. 

The promoter should be at the venue at arrival time.

Loading

The artist will be responsible for the load-in/out of their own equipment before and 
after the show, provided artist vehicles are allowed near the stage. Otherwise, the 
Organizer will arrange for help or a different solution.

Parking & Circulation Permits

Two safe parking spaces for the artist’s van/cars must be provided at the performance
site. This parking space must be available and freely accessible from the artist arrival 
until load out and departure. The Organizer is responsible for all permits relating to 
parking lots, land occupation and movement to and from the venue (i.e. city centre 
driving, etc).

Personnel

• 1 Resident PA man + 1 qualified Front of House sound engineer.
• 1 monitor engineer/stage technician. 

If no monitor mixer is available, an experienced stagehand will need to be on 
stage during both soundcheck and show, to facilitate comunication between the 
artist and FOH and fix any issue that might arise.

• 1 light technician.

Soundcheck

The artist will need between 60 and 90 minutes, including setup.

CONTACTS

Tel +39 347 5888 744
i.prevedello@gmail.com (technical enquiries)
elcuentodelachicaylatequila@gmail.com 
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