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Channel list "Jemma Endersby" (Trio Version)

FOH Instrument Microphone Outboard Stand Group
1 Kick EV ND 868 / Beta52 Gate 1 big 1-2
2 Sn top e905 / SM57 / Beta56 Comp 1 claw 1-2
3 Sn bot e905 / SM57 / Beta56 Comp 2 claw 1-2
4 Hi Hat MB 660 / KM184 small 1-2
5 Floor Tom e904 / Beta98 Gate 2 claw 1-2
6 Rack Tom e904 / Beta98 Gate 3 claw 1-2
7 OH L MB660 / KM184 big 1-2
8 OH R MB660 / KM184 big 1-2
9 Sampler Dr CH1 L DI ---------
10 Sampler Dr CH2 R DI ---------
11 Sampler Dr CH3 L DI ---------
12 Sampler Dr CH4 R DI ---------
13 Glockenspiel eigenes Mic ---------
14 Moog Bass DI --------- 3-4
15 E-Gtr e906 / AT4040 / SM57 Comp 3 small 5-6
16 Sum Keys L DI --------- 7-8
17 Sum Keys R DI --------- 7-8
18 Voc 1 Center e935 / SM58 / Beta58 big
19 Voc 2 Center opt e935 / SM58 / Beta58 big
20 Voc 3 Keys e935 / SM58 / Beta58 big 9-10
21 Voc 4 Drums e935 / SM58 / Beta58 big 9-10

ST1 L/R Return Reverb
ST 2 L/R Return Plate
ST2 L/R Return Delay
Grp 1-2 DRUMS Comp 5-6
Grp 3-4 BASS Comp 7-8
Grp 5-6 GTR Comp 9-10
Grp 7-8 KEY Comp 11-12
Grp 9-10 BACKINGS Comp 13-14

Aux 1 CENTER Pre Fade
Aux 2 KEYS / BASS Pre Fade
Aux 3 DRUMS Pre Fade
Aux 4 SPARE Pre Fade
Aux 5 REV Pre Fade
Aux 6 DELAY Pre Fade
Aux 7
Aux 8
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Technical Rider "Jemma Endersby" (Trio Version)
Set-up Drum (10 CH), Bass (2 CH), Guitar, Glockenspiel, Sampler (3 CH), Keys (2 CH), 4 x Voc

PA System d&b / EAW / Meyer / NEXO / JBL / L-Acoustics
no KMT / Zeck / Behringer /  HK / Dynacord or similar
The PA must be capable of withholding 100 dB audio pressure
distortion free at FOH position in the frequency range of 40Hz - 10kHz +/- 3dB
and deliver the sound adequately to the audience.

Monitoring 4-channel monitoring min. 12"/ 2"
no db technologies / Behringer or similar 
Wedges 4x Floor Wegdes: min 12" / 1"
Amp 3 channel min. 500 Watt per channel
EQ 4x graphic 31-Band EQ (Klark / BSS / TC)
please no mixed wedges
opt. InEar-monitoring (own equipement), will be announced

F.O.H. DIGICO / YAMAHA (PM5D / M7CL) / MIDAS (XL / Heritage) / SOUNDCRAFT (Vi Serie) / STUDER
no Behringer / Allen&Heath / Zeck / Dynacord or none of the above.
Desk min. 32 mono und 4 stereo channels, 4 fully parametric bands per channel (obligatory)
EQ graphic sum EQ (Klark/BSS)
FX 2x reverb Lexicon (PCM 70/80/90) or TC Electronics (M3000/M2000/M1)

1x delay TC (D-Two/2290) 
Dynamics 3x gate (BSS/Drawner/Klark)

14x compressor (BSS/Drawner/Klark)
with digital desks used,  no requirement for EQ, FX and Dynamics

Mikrophones
8x small stands (claws for toms and snare dr., if possible)
6x big stands
1x round base stand
microphones see channel list

Currency
Curreny and light must be in separate circuits.

Staff
2 stage hands, awake and sober.

Technicians
A technician to set up the microphones and take care of the PA should be provided by the PA company.
This technician must be present at soundcheck and show time.

Stage
Stageplan as provided (p.3) with necessary electrics. Safe and dry.
Direct stage access or more hands.

Please contact Michael Endersby, tel.: +49 (0) 179 - 69 95 203 regarding technical questions.
This technical rider is part of the live contract for a  "JEMMA ENDERSBY" show.
Should any parts of the requirements not be provided or alternative equipement necessary,
please contact Michael Endersby, mail@paucker.net.
Please send a signed copy of this rider with the contract.

Date ____________________ Signature ______________________________
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