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DJAIKOVSKI technical rider 2015 
 
FOH SYSTEM: 
 
The system shall be assembled and operating in time for the ARTIST's load-in. The 
PRESENTOR shall provide a high quality professional sound reinforcement system. This system 
should have smooth frequency response from 40 HZ to 20 KHZ with sufficient power, even room 
coverage and no distortion or outstanding noise. The system should be capable of evenly covering 
the entire listening area and must be able to reach loud (115 dB at mix position) levels without 
audible distortion. All speaker enclosures should be of a reputable make (VDOSC, EV, DnB, KV2, 
Turbosound, Nexo, Meyer, JBL.) System should include appropriate amplification, cables, 
connectors, microphones, mic stands, all necessary rigging hardware, etc. required to run the 
system and shall be provided by the sound contractor. Number of speakers will depend on type of 
speaker and size of venue. Estimated total power capacity in Watts = Venue capacity x 10. A 
person familiar with the system shall be available for consultation during load-in, sound check and 
performance. ARTIST shall have control of all sound in the staging and audience areas during load -
in, set - up, performance and load-out portions of the engagement, unless specified otherwise. The 
PRESENTOR will provide an area for the front of house mix position on the main floor (not in a 
balcony), no more than 40 Meters from the front of the stage & on a reasonable size Riser as close 
to center as possible, with no obstructions of view between the riser and stage. The front of house 
mix position must be in front of the stage (not behind or at the side of the stage).  
 

Front of House Desk/Outboard & FX: 
 
Midas XL/3 or 4, Soundcraft Series 5/MH3/Vi6, Yamaha CL5, Digico D5 or comparable console. 
2 x Lexicon PCM, 1 x TC D Two 
6 x channels of premium compression BSS, DBX, Drawmer. 
Stereo - Klark Teknik EQ or BSS Opal for FOH Mix 

 
Monitor Desk/Outboard & FX: 
 
16 Channel Desk. 10 send. Midas, or Soundcraft, 10x Klark DN360 EQ, or comparable Quality 
8 x channels of premium compression BSS, DBX, Drawmer, 1 Lexicon PCM. 
 

Backline Requirements: 
 
“Dj Table” with adjustable height (approx. 160cm x 100cm) 
 

Monitoring: 
 

2 Sends & Pair of Wedges (Drum fill) at KIRIL, 3 Sends & 3 Wedges at Brass Section 
1 Send & 2 Wedges for the MC, 1 Send & 1 Wedge at Violin, Stereo Side Fill 
 
 

LIGHTING REQUIREMENTS: 
 
A high - quality and professional lighting system to be provided by the PURCHASER to Cover the 
Whole Stage to be set up by Sound check. One friendly and competent operator should be available 
from the time of load - in through the performance. ARTIST shall have control of all lighting during 
load - in, set - up, performance unless specified otherwise. 


