Technical Rider — Jake & the Convolution

Buhnenplan (6m x 4m)
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Technische Anforderungen

Patch-List
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Channel

Bass Drum
Snare Drum

HH

Tom 1

Tom2

OH

Bass

Key 1 links

Key 1 rechts
Key 2 links

Key 2 rechts
Gitl

Git 2

Leadvocal
Backvocal (Git 1)
Backvocal (Bass)

Microtype Insert

Shure Beta 52 Gate

Shure SM 57

AKG C391

Shure SM 57 Gate

Shure SM 57 Gate

AKG C391

DI

XLR

XLR

XLR

XLR

SM57

DI

Shure Beta 87/58 Compressor
Shure Beta 87/58 Compressor
Shure Beta 87/58 Compressor




Monitoring

5 gleiche 15/2 Wedges, d&b Max / Mon 15, Nexo PS15, alternativ auch 12/1 Wedges
5 x 31 Band EQ, Klark Technik , Yamaha,
1 In-Earweg

FOH

16/6/2 FOH Console Midas, Yamaha, Soundcraft, Allen-Health
3 fach param. EQ, Lowcut

P.A.

d&b audiotechnik, Nexo, HK, TW Audio

X

1 x Yamaha SPX 990

1xTC D-Two

2 x 31 Band EQ, Klark Technik, Yamaha, ...

LICHT

professionelle Lichtanlage der Rdumlichkeit angemessen aber min.
8 x PAR 64 auf Stativ in der Front

8 x PAR 64 Backtruss

schwarzer Backdrop

Biihnenstrom

5er Schuko Keys

5er Schuko Drums
3er Schuko Bass

5er Schuko Git 1

3er Schuko Leadvocal
3er Schuko Git 2

Ansprechpartner: Jake - Tel: 0171-3781843



