
Tech Rider ­ PANZER SQUAD 

 
 
Panzer Squad consists of 4 members: 
1 drummer, 1 bassist, 1 singer & guitarist (A), 1 guitarist (B) 
 
General requirement: Either a PC or AUX cable to play our intro, which 
we will bring on USB stick and MP3 player. 
­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­ 
 
Vocals: 
Please add hall/ reverb to the vocals  
 
 
 
 
 
 
 



Drummer specifications: 
Brings: Hi­hat Cymbals + Hi­hat stand, Snare + Snare Stand, Ride 
Cymbal, 16” Crash, 18” Crash, China Crash 
 
Needs: Bass Drum, at least 3 Toms, 1 x Ride Stand, 3 x Crash Stands 
Screw­able ground for the double pedal, or other options to set it up. 
 
If any of the above specs are not available please let us know asap! 
 
 
Bassist specification: 

­ Yamaha BB 415, passive pickups. 
­ Hartke HA 7000, 2 x 350 Watt RMS, 4 ohm signal output (8 ohm 

with 240 watt), DI ­ out possible 
 
Guitarist (A) specification: 

­ Jackson King V 6 String, active pickups.  
­ Pedalboard with own power supply, requires an ordinary power 

outlet.  
­ Marshall JVM 205H 50 watt amp, 4,8 or 16 ohm signal output.  

 
Guitarist (B) specification: 

­ Epiphone SG 6 String, passive pickups 
­ Boss Metal Zone  
­ Randall 75r Combo 75 watt 

­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­­ 
 
Monitor settings:  
 
1: 90% guitar (A), 70% guitar (B), 60% vocals, 30% snare and kick 
2: 90% guitar (A), 100% vocals, 90% drums, 60% bass, 0% guitar (B)  
3: 90% guitar (A), 70% drums, 100 % bass, 0 % guitar (B), 0% vocals 
4: 50% guitar (A), 90% drums, 50% vocals, 70% bass, 100% guitar (B) 
 
 


