Technical rider
Jazz Dance Orchestra
Mixing console should be not less than 20 channels. Refinement – Hall, Delay.
Scheme for mixing console:

1_2_3_4_5_6_7_8_9_10_11_12_13_14_15_16_17_18…_    _BD,_SD,_T1,_T2,_TB,_OHL,_OHR,_Bass,_KeyL,_KeyR,_M1,_M2,_M3,_M4,_M5,_Eff,_Eff.__...  
Monitors:

3 independent monitor lines. First line has 2 monitors, not less than 50 watts. Second line is for keyboards and bass, the third is for the drums. 

Instrumentation:
1. Vocal

2. Trumpet

3. Alt sax 
4. Trombone 
5. Piano 
6. Drums 
7. Bass 
	Instrument
	Equipment

	Vocal
	Fixed mic Shure-Beta 

	Trumpet

	Fixed mic

	Alt sax

	Fixed mic

	Trombone

	Fixed mic

	Piano

	One deck keyboards stand. 
Powerpoint with 2 output.

2 jack lines for keyboards.

Keyboard: Nord, Roland A-33, A-37, Yamaha (Motif or MM), Korg,  Fatar.
Sustain pedal.

	Bass
	Bass combo (Ampeg, Trace Elliott, Marshall, Fender),

D-box. Output of 150 watts. 

	Drums
	Drum kit Yamaha, Tama, DW or Pearl:

Bass drum 20'' (22'')

Bass drum pedal

2 alts

Bass Tom

Hi-Hat stand with locks 

Stand for snare drum

3 cymbal stands

Hi-hat, ride, crash – 2 pieces

Chair

Mics for bass drum, snare drum, over hat. 


