
111 – Technical Rider  
 
Contact: Niels Hoffmann +49 (0) 176 66606 628 
 
 

Beschallungsanlage 
Die Beschallungsanlage muß den örtlichen Begebenheiten und der Zuhöreranzahl                 
angemessen sein. Der Schallpegel am F.o.H. muß mindestens 110 dB betragen.                     
Billigsysteme oder Eigenbauten werden nicht akzeptiert! 
 

F.O.H. 
a) Mischpult: Benötigt wird ein Mischpult mit mindestens: 
­ 20 Kanälen 
­ 6 Aux­Wegen 
 

Monitoring 
3 getrennte Monitorwege jeweils mit EQ. 
 
 

Mikrofonie, Mischpultbelegung, Inserts 
 

Channel  Instrument  Microphone  Sonstiges  

1  Bassdrum  Shure Beta52, D­112 (or similar)   

2  Snare  MD421, Shure SM57 (or similar)    

3  Hi­Hat  AKG C461, Kondensator (or similar)   

4  Tom 1   MD421, Shure SM57 (or similar)   

5  Tom 2   MD421, Shure SM57 (or similar)   

6  Floor Tom   D­112, Shure SM57 (or similar)   

7  Overhead L  Sennheiser MD441, Kondensator (or   



similar) 

8  Overhead R  Sennheiser MD441, Kondensator (or 

similar) 

 

9  Bass D.I.  D.I.    

10  Bass Mic  Shure Beta52, D­112 (or similar)   

11  E­Guitar  Shure SM57, MD421 (or similar)   

12  Synth 1 L   D.I.    

13  Synth 1 R   D.I.    

14  Synth 2 L  D.I.    

15  Synth 2 R  D.I.    

17  Synth 3 L  D.I.    

18  Synth 3 R  D.I.   

19  Vocal  Shure SM 58 (or similar)    

 



Stageplan : 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


