ALL DAY LONG: stage plot
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Input list:

Channel:

Mic.:



Insert:

   Stand:
1. Kick

Beta52 /MD421


Comp. + Gate
   Short
2. Snare top
Beta57 /SM57


Comp. + Gate
   Clip(Tall)
3. Snare bottom
SM57 /Audix D2/3 /Beta56

Comp. + Gate
   Short
4. Tom1

SM57 /Audix D2/3 /Beta56

(Comp.)+Gate
   Clip(Tall)
5. Tom2

SM57 /Audix D2/3 /Beta56

(Comp.)+Gate
   Clip(Tall)
6. Floor tom
SM57 /Audix D2/3 /Beta56

(Comp.)+Gate
   Clip(Short)
7. Hi-hat

SM81 /C451

(+ 48V)
Gate

   Tall
8. Oh. L

SM81 /C451 /KSM32
(+ 48V)


   Tall
9. Oh. R

SM81 /C451 /KSM32
(+ 48V)


   Tall
10. Saxophone
SM57





   Tall(Short)
11. Trumpet

SM57





   Straight boom
12. Backvocal.
SM58



Comp.

   Straight boom
13. Lead voc.
Beta58 /SM58


Comp.

   Tall
14. Backvocal.
SM58



Comp.

   Tall
15. Guitar L.

SM57 /E609




   Short(Tall)
16. Guitar R.
SM57





   Short(Tall)
17. Bass/DI

D.I. box


(+ 48V) 
Comp.
18. Bass mic.
Beta52 /SM58




   Tall
19. –  20.  CD player R/L



Line
21.  –  22.   RTN1
R/L



Line
23.  –  24.   RTN2 
R/L



Line
25.  –  26.   DLY
R/L



Line
 [ () ] – optional
1. Backline

Drums:
TAMA „Rockstar”, YAMAHA „Stage custom” or similar

w/ hi-hat stand, 4 cymbal stands(long boom, max. 1 straight stand), 1 rack tom, 1 floor tom, drum stool;
Bass:
Amplifier head(at least 300W, preferably Ampeg SVT Classic) + speaker cabinet(6x10’’ or 8x10”), similar to Ampeg SVT 810E etc.

Guitar:
Amplifier head(Marshall JCM-900 or Marshall JCM-2000)


+ speaker cabinet(Marshall 4x12’’)

3 guitar stands and 1 trumpet stand would be highly appreciated.

2. Soundcheck

The band needs at least one hour of soundcheck and a suitable PA system with sound engineer, ready for use upon the band’s arrival.[image: image2.emf] 
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