
Micucu 
Full band rider 2016

music



First of all, we are always glad to give the audience a remarkable performance with a lot of heart in it. 
To do that we need some help from the organizer and below is a list of our technical requirements. It 
might sound a bit formal to you, but it is not meant to cause any inconvenience for you. We designed this 
rider for optimum effectiveness on the day of the show. If there are any questions or if you have trouble 
providing any of the below-mentioned, please get in touch with us before the day of the show and we 
will work out a solution.

Preferred stage plan (when possible)



Regular stage plan 

PA:

High quality stereo PA system to cover all audience seats, phase coherent and can produce at least 
110DbA non distorted sound at mix position. Preferred systems: d&b, EAW, L-Acoustic.

FOH:
Mix position will be located in the middle of the venue (center) preferably on the floor (ground level). This 
position may not be under a balcony!
Micucu sound engineer depends on dates/tour (please confirm with our tour manager in advance). 
Preferred mixers: Midas M32, A&H ilive T80/T112, Roland M5000, Behringer X32 .
The mixer choice needs to be confirmed BEFORE the show with our tour manager.



BACKLINE:

Usually we bring our own backline, depending on prior agreement.
For the best show we need at least:
Drums: 20” or 22” BD, 10” Racktom, 14” Floortom, 16” Floortom, (Floortoms have to be on separate legs, 
not rack)
Bass: Ampeg PF-500 or Orange
Guitar: 2x Fender Fender Twin Reverb or Fender Blues Deluxe or Fender Hot Rod
Keys: Needs double-stand for 2 keys, 1 single-stand for sampler/pc and a chair
MICROPHONES/DI-s/CABLES
For microphone and DI choice see input list.
We don’t bring our own cables!

MICROPHONES/DI-s/CABLES

For microphone and DI choice see inputlist. 
We don’t bring our own cables!

MONITORS:

Micucu needs 3 wedges (if possible provide a stereo pair for each) and a separate wired line for the 
drummer.
4 separate mixes in total.
If we are travelling with our own mixer, a 24/10 multicore or CAT5*/CAT6* (depending on the mixer) is 
needed. *CAT5/CAT6 cables need to be FTP or STP!!



Input List

CH Instrument Mic Stand/Clamp
1. Kick Beta52/e602/D6/m88 Short Boom
2. Snare TOP Sm57/md441 Short Boom
3. Snare BOT I5/sm57/904 Short Boom/Clamp
4. Tom e904/D2 Clamp
5. Floor-Tom e904/D2 Clamp
6. Hi-Hat KM184 Short Boom
7. Oh L Neumann/Rode Long Boom
8. Oh R Neumann/Rode Long Boom
9. Bass DI DI/XLR-out
10. Bass MIC MD421/sm57/e906 Short Boom
11. E. Guitar L MD421/sm57/e906 Short Boom
12. E. Guitar R MD421/sm57/e906 Short Boom
13. KEY - Clavia L DI Radial/Palmer/BSS
14. KEY - Clavia R DI Radial/Palmer/BSS
15. KEY - Prophet L DI Radial/Palmer/BSS
16. KEY - Prophet R DI Radial/Palmer/BSS
17. KEY - Sampler L DI Radial/Palmer/BSS
18. KEY - Sampler R DI Radial/Palmer/BSS
19. Vox1 (for speaking) Beta58 Long Boom

Contact Micucu

Mihkel Kübar, +372 51 78 169, mihkel@micucu.ee (manager)

Silver Roostik, +372 56 575 898, silver@micucu.ee (tour manager/technician)music


