
MISTAKES LIVE /
TECHNICAL RIDER

AUDIO
 - 4m wide clear stage OR 
   *in smaller venue 2m long clear table 
 - DJ mixer (Allen and Heath Xone:92 prefered)
 - Monitor volume controlled by DJ mixer

 MISTAKES LIVE SETUP INCLUDES:
 - Stands and quick tables are brought by the band
 - 2x Macbook Pro (need 2 power plugs + 2 channels on DJ mixer)
 - 1x Akai APC 40 mk II controller (no power plug)
 - 1x Akai MPD 232 controller (no power plug)
 -  Keyboard (no power plug)

 IMPORTANT - Please ensure that a fully qualified SOUND ENGINEER is presented for the
 duration of the artist's set and soundcheck and is able to assist them if there is any sound related
 issues.

VISUAL
 - Strobe light
 - Smoke machine
 - Venue light requires basic programming before the show
 - Mistakes LOGO LED sign is optional / needs to be installed before the show
   (2m in diameter, 8x RGBW letters / DMX)   

 

 

 IMPORTANT - Please ensure that a fully qualified LIGHT ENGINEER is presented for the duration
 of the artist's set. Purchaser is to fully liaise with artist's production manager/tour manager in 
 advance with regards to artist's visuals during the performance. All visual plans are sent in advance. 

 IMPORTANT - No person should be present on stage during Mistakes performance except their
  team and technicians if needed.

For any info please contact: mistakes@lucyvision.com
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